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IntroductionandFeatures

ThankyouforselectingtheExtechDCP60(110V)orDCP60‐220(220V)SwitchingPowerSupply.

TheDCP60ishighlyefficient,incorporatesupgradedSMPScircuitrywithsmallformfactor,benefits

fromanautomaticcross‐overforCCandCV,hasthree(3)Voltage/Currentpresets,andcanbe

remotecontrolled.TheDCP60isperfectforsolvingavarietyofloadingconditionsandapplications.



 Dualaction(Course/Fine)tuningprovidessmooth,accurate,andquicksettingof

Voltage/Current

 Setting,changing,andverifyingthecurrentlimitlevelisconvenientandcanbe

performedwithoutoutputpolespiking

 TheRemoteControlfeaturepermitsoutputON/OFFandVoltage/Currentadjustments

 TheUSBportoffersPCconnectivityforprogrammingandrunningramp/soakcycleswith

20programmablesetsofVoltage/Currentandvaryingtestdurations(upto999cycles)

 ApplicationsandindustrieswheretheDCP60canbeemployedincludelaboratory,

telecommunications,productiontesting,fieldtesting,DCnetworkpowering,andmore

 Three(3)userprogrammableVoltage/Currentsettingsofferquickrecalloffrequently

usedtestsettings



Thisdeviceisshippedfullytestedandcalibratedand,withproperuse,willprovideyearsofreliable

service.Pleasevisitourwebsite(www.extech.com)tocheckforthelatestversionofthisUser

Guide,ProductUpdates,andCustomerSupport.
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Safety

Thismanualcontainsimportantsafetyandoperationinstructionsforcorrectuseofthepower

supply.Readthroughthemanualandpayspecialattentiontothemarkingsandlabelsofthisunit

andequipmenttobeconnected.

Payspecialattentiontothesetwotypesofnoticesusedinthismanual:

WARNING:Failuretoobservethiswarningmaycauseinjurytopersonsanddamagetopower

supplyorconnectedequipment.

CAUTION:Failuretoobservethiswarningmayresultindamagetoequipmentand

improperfunctioningofthepowersupply.

WARNING

1. Donotusethispowersupplynearwater

2. Donotoperateortouchthispowersupplywithwethands

3. Donotopenthecasingofthepowersupplywhenitisconnectedtoacmains

4. Referallservicingtoqualifiedservicepersonnelonly

5. BeforereplacingtheACfuse,determinethecauseandclearupthecausefirst

6. ReplacetheACfusewiththesametypeandratingastheoriginalfuse

7. ThemaximumoutputvoltageoftheDCP60exceeds60VDC,avoidtouchingthemetal

contactpartsattheoutputterminals

CAUTION

1. Useagrounded3pinACsource

2. Thisunitisintendedforindooruseonly

3. Donotoperateorplacethisunitinahumid,dustylocation

4. Donotoperatethisunitindirectsunlightornearanyheatsource

5. BeforepluggingintolocalACmains,checkwiththeratinglabelatthebackoftheunit

6. Donotblockanyventilationopeningsoftheunit

7. Thisunitmustbeusedwithinthespecifiedrating;regularexcessivecontinuousloadingmay

causedamagetothepowersupply

8. Thegaugesizeoftheinputpowercablemustbeatleast0.75mm
2
andthetotallengthof

powercablemustnotexceed3m

9. InputFuseRecommended:T3AL250V(3ATime‐Lag)
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PowerSupplyDescription

FRONTPANEL

(1)LEDpanelmeterdisplaywithCC/CVIndictor

(2)RearControlIndicator(lightswhenusingPreset/RemoteControl/Setmode)

(3)OutputVoltageControlKnob(controlsboththemainandauxiliaryoutputvoltage)

(4)OutputCurrentControlKnob(controlsboththemainandauxiliaryoutputcurrentlimit)

(5)PowerON/OFFSwitch

(6)Aux.outputterminal(max5A);Thetotalratedcurrent(Aux.+Main)is10A

REARPANEL

(7)MainOutputTerminal(Ratedfor10A);Thetotalratedcurrent(Aux.+Main)is10A

(8)ModeSelectionSwitch(Normal,Preset,RemoteControl,SetModes)

(9)Recall–PresetVoltageSelectionSwitch

(10)RemoteControlTerminal

(11)CoolingFanAirIntakeGrille

(12)ACInputPlug

(13)USBport
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ControlModeSelections

Therearefourcontrolmodesforthepowersupply:NORMAL,PRESET,SETandREMOTECONTROL

modes.SlidetheModeSelectionSwitch(8)tothedesiredMode.Thepowersupplyisfactory

presettoNormalModewithmaximumcurrentlevelCC.



NormalMode
Thisisthefactorydefaultmode;thepowersupplyoutputVoltageandCurrentarecontrolledby

thedualactiongainknobs.

1. Pushtheknobstotogglethecoarseandfinetuning,noticethesubtlechangesin

brightnessoftherelatedLED.

2. Adjusttheknobstothedesiredvaluesusingcoarseandthenfinetuning.

3. Tocheckthepresetcurrentlevel,turntheCurrentKnoblightlyinanydirection.

4. Thedisplaywillresumeitsnormalbrightnessafterafew

secondstore‐affirmtheadjustment.

Note:Thetotalratedcurrent(Aux.+Main)is10A



PresetMode
1. Inthismode,theRearControlLightisONtoindicatethatthe

panelV&Icontrolsarede‐activated.

2. TherearethreepresetoutputsP1/P2/P3availableusingtheRecallSelectionSwitch(9)

3. Thepresetvaluesarefactorysetasshowninthetablebelow.

4. Theusercanchangetheseoutputsettings;pleaserefertothenextparagraph.



RecallNo. OutputVoltage OutputCurrent

P1 5V Maximum

P2 13.8V Maximum

P3 55V Maximum



SetMode
EntertheSetModebypushingSwitch(8)totheSetModeslot;thepowersupplyisnowreadyto

bepreset.



TodefinethepresetoutputP1/P2/P3

1. MovetheRecallSwitch(9)topositionP1,P2orP3

2. Adjustthefrontpanelvoltagecontrolknobtosetthedesiredvoltagevalue

3. Adjustthefrontpanelcurrentcontrolknobtosetthedesiredcurrentlimitvalue

4. RepeattheprocedurefortheremainingrecalllocationsP1,P2,P3ifdesired.

5. MoveModeSwitch(8)fromSettoPresetpositiontoconfirmthesettings.



SetModeNotes:

Allpresetsaresavedafterthepowersupplyhasbeenswitchedoff.Alwayschecktheoutput

voltageofthePresetbeforeconnectingtoaLoad.Tocheckthepresetvalues:

1. MovetheModeSwitch(8)tothePresetpositionandthensettheRecallSwitch(9)toP1,

P2orP3.

2. TheVandIsettingsforthecorrespondingRECALLP1,P2,P3memorieswillbeshownon

thepanelmeter.

8

9
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Toresetthepresetoutputstothefactorydefaultstate:

1. PressandholdtheVoltageControlknobfor30secondstoaccessthemenu.





2. Whenthedisplayisshowing‘CCO’,rotatetheVoltageControlknobuntilthevoltage

metershows‘rPr.





3. WiththeCurrentmetershowing‘no’,rotatetheCurrentControlknobuntiltheCurrent

metershows‘YES’.





4. PresstheCurrentControlknoboncetoconfirm.





5. PresstheVoltageControlknobtoexitthemenu



3. 

RemoteControlMode
Tocontroltheoutputvoltageandcurrentbyremotecontrolconnector(10)pleaserefertothe

sectionentitledRemoteControl.



ResettoFactoryDefaultsettings
1. SwitchOFFthepowersupply

2. Pushandholdbothfrontpanelvoltageandcurrentcontrolknobsatthesametime

3. SwitchONthepowersupplyagain

4. Releasethefrontpanelvoltageandcurrentcontrolknobs



PCInterfaceControl
TocontrolthepowersupplyusingthesuppliedSoftware,refertothePCInterfaceControl

Section.
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Operation

Note:

TheDC60MaxOutputVoltageis60VDCandthetotalratedcurrent(Aux.+Main)is10A


PoweringtheSupply
ChecktheratinglabelofthepowersupplyandensurethatitcomplieswiththeACmainsvoltage

thatistobeused.ConnectthepowersupplytotheACMainsusingtheprovidedpowercord.

EnsurethattheModeSwitch(8)issettotheNormalModeposition.TheModelDCP60requires

a110VACpowersourceandtheDCP‐220requiresa220Vpowersource.



SwitchingthePowerSupplyONandSelf‐TestInformation
Thepowersupplywillperformaseriesofself‐testswhenitisswitchedon.TheLEDandother

indicatorsonthefrontpanelwillilluminateinsequence.Whenthecoolingfanisbeingchecked,

ahighspeedwindsoundcanbeheard.Aftertheself‐tests,theCV,VandALEDindicatorsarelit

displayingvoltageand0.0current.TofindtheCCcurrentlevel,turnthecurrentcontrolknob

oneclickineitherdirection.Thecurrentdisplayreturnsto0.0afterafewseconds.Thetable

belowdetailstheself‐testsequence:



Self‐testdisplays Test

Softwareversion

Segmentcheck


C.V.Indicatorcheck


C.C.Indicatorcheck


Rearcontrolindicatorcheck


ReturntoC.V.

Starttocheck

Overvoltageprotectioncheck

Overloadprotectioncheck

Overtemperatureprotectioncheck

Fancheck

Outputoff(remotecontrolmode)

Usingthecontrolknobs
Therotaryencodercontrolknobshavefineandcoarsetuningwith‘clicking’movement.Push

theknobstotogglebetweencoarseandfinetuning,noticethesubtlechangesinbrightnessof

therelatedLED.Adjusttheknobstothedesiredvaluesbyusingcoarseandthenfinetuning.

Thedisplaywillresumeitsnormalbrightnessafterfewsecondstoconfirmanadjustment.
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ConnectingthePowerSupplyandrunningatest
1. Connecttheequipmentundertesttothepowersupply.Red(+)isconnectedtothepositive

polarityinputoftheequipmentandBlack(‐)isconnectedtothenegativepolarityinputof

theequipment.

2. SwitchONthepowersupplyfirst;thepanelmeter&greenCVIndicatorshouldilluminate.

3. Next,switchONtheequipmentundertest;thepanelmeter&greenCVIndicatorshould

remainlitingreen.

4. Testingcannowbegin.

5. Whenfinished,switchOFFtheequipmentundertestfirstandthenswitchoffthepower

supply.



SettingupthePowersupplyinConstantCurrent(CC)mode


1. Setcurrentknobtominimum

2. SetvoltageknobtoMaximum

3. Shortoutputleadstogether

4. Turnonthepowersupply

5. Turnupcurrentknobuntilyoureachthecurrentvalueyouwanttouse.

6. Turnoffthepowersupply

7. Un‐shorttheleads

ManualZeroFunction
Thepowersupplyautomaticallyzeroesthecurrentmeteringuponpower‐up.Tomanuallyruna

zerofunctionwithouthavingtocyclepower:



1. PressandholdtheVoltageControlKnobfor30secondstoopenthemenu.



2. RotatetheCurrentControlknobuntilthemetershowsthefollowing:



3. PresstheCurrentControlknoboncetoconfirm.Thedisplaywillshow‘YES’.



4. PresstheVoltageControlknobtoexitthemenu.
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RemoteControlOperation

Therearetwomethodsforremotelycontrollingcurrentandvoltageadjustments.Currentmustbe

controlledforbothmethodsotherwisetheunitwilldefaulttoCCmode.



REMOTECONTROL–METHOD1:UsingtwoexternalDCvoltagesources


RemoteSocketPinAssignmentforexternalvariablevoltagesource

PIN FUNCTIONS REMARKS

1 InternalDC+5V Lowerthan50mA

2 Voltageadjust 0to5V ExternalVDC

3 Currentadjust 0to5VExternalVDC

4 Ground 

5 OutputOFF ShorttogroundforOFF

6 N.A. 

7 N.A. 

8 N.A. 



Checktheoutputvoltagerangeofthepowersupplybyvaryingtheexternalvoltagesource.

Shortcircuitthemainoutputwith10AWGwiretochecktheCCsettingonthedisplaywhile

varyingtheexternalvoltagesource.





REMOTECONTROL–METHOD2:Usingtwo0to5KOhmvariableresistors

 

 

RemoteSocketPinAssignmentforexternalvariableresistor

PIN FUNCTIONS REMARKS

1 InternalDC+5V Oneendofresistor

2 Voltageadjust Variablelegofresistor

3 Currentadjust Variablelegofresistor

4 Ground Otherendofresistor

5 OutputOFF ShorttogroundforOFF

6 N.A. 

7 N.A. 

8 N.A. 



Checktheoutputvoltagerangeofthepowersupplybyadjustingthe5Kohmvariableresistor.

Shortcircuitthemainoutputwith10AWGwiretochecktheCCsettingonthedisplaywhile

adjustingthevariableresistor.



DCP60‐en‐GB_V1.707/1510

RemoteControlOutputON/OFF
RemoteoutputON/OFFcontrolcanbeactivatedinanyofthemodesNormal,Preset,Set,and

Remote.Reviewtheconditionsbelow:



 Bydefault,Pin5isopenandtheoutputisON.

 ShortingPin5toPin4(ground)switchestheoutputOFF.

 WhentheoutputisOFF,theC.V.&C.C.LEDswillflash.Thepresentoutputvoltageand

currentsettingwillbeshownonthepanelmeter.

 Theusercanadjusttheoutputusingthevoltage&currentcontrolknobtothedesired

valuewhentheoutputisOFF.



Remark:Useonlythe8‐pinremoteplugprovidedandconnectwith22AWGwires.See

diagrambelow.



 

 

Note: Pin numbers are marked on the black area of the socket 







PCSoftwareProgram



WhenequippedwithaUSBconnection,youcancontroltheoutputofthepowersupplythrougha

USBPCconnectionandthesuppliedsoftware.



PleaserefertotheseparateSoftwareHelpGuideavailableontheSoftwareCD.
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Specifications

Output

VariableVoltageOutput 1to60VDC

VariableCurrentOutput 0to10ADC

VoltageRegulation

Load(10to100%Load)  50mV

ModelDCP60  Line(90to130VACVariation): 20mV

ModelDCP60‐220  Line(170to264VACVariation): 20mV

CurrentRegulation

Load(10to90%ratedvoltage) 100mA

ModelDCP60  Line(90to130VACVariation): 50mA

ModelDCP60‐220  Line(170to264VACVariation: 50mA

RippleandNoise

RippleandNoise(RMS)voltage 5mV

RippleandNoise(P‐P)voltage 100mv

CurrentRippleandNoise(RMS) 10mA

MeterTypeandAccuracy

VoltageMeter  3‐digitLEDDisplay±0.2%+3counts

CurrentMeter  3‐digitLEDDisplay±0.2%+3counts

Input

InputVoltage  ModelDCP60: 90to130VAC50/60Hz

  ModelDCP60‐220:220to240CVAC50/60Hz

Fuse  8A/250V5x20mm(120V);4A/250V5x20mm(220V)

FullLoadCurrent  6.2A(120V);3.25A(220V)

Installationcategory  CAT2

Other

Efficiency  89%

SwitchingFrequency  65to85kHz(approx.)

TrackingOver‐VoltageProtections O/P1‐5V:setvoltage+2V

   O/P5‐20V:setvoltage+3V

   O/P20‐60V:setvoltage+4V

TransientResponseTime(50‐100%load) 1.5ms

PowerFactorControl  PowerFactorcorrection>0.9atoptimalload

Coolingmethod  Thermostaticcontrolfanfromzerotofullspeed

Protections  Overload,ShortCircuitbyConstantCurrent,Output

 TrackingOverVoltage,andOverTemperature

Operating%RH  10to80%RelativeHumidity

Approvals  CE,EMC:EN55011,55022,LVD:EN60950,61010

Dimensions  7.9x3.5x8.5"(200x90x215mm)

Weight  5.7lbs.(2.6kg)

Altitude  upto6561ft.(2000m)

Pollutiondegree  2



Copyright©2014‐2015FLIRSystems,Inc.
Allrightsreservedincludingtherightofreproductioninwholeorinpartinanyform

www.extech.com
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Troubleshooting

OUP:OverVoltageProtection
Thisunithasabuilt‐intrackingovervoltageprotectionfeature.Intheeventofoutputvoltage

becominggreaterthanthesetvalue(seespecifiedrangefromspecificationstable),protection

willbetriggeredandtheoutputpowerwillbecutoffandOUPwarningappearsasbelow.



Toresetthewarning,switchofftheunitandremoveallloading.

Switchtheunitbackonagainanditshouldresumenormaloperation.

Ifthisproblempersists,pleasecontactthecustomercaredepartmentorthepointofpurchase.



OTP:OverTemperatureProtection
Thereisathermosensorinsidetheunittomonitorandpreventtheunitfromundulyheating

internally.WhenanOTPerroroccurs,thereisnooutputandthefollowingwarningwillappear

ontheLEDdisplay.



Whenthiswarningappears,switchofftheunitandremoveallloading.

Checktheloadandoutputsetting.Allowtheunittocoolforatleast30minutes.

Checktoseeifanyventilationholesareblocked,alsocheckthatthereissufficientclearance

aroundthepowersupply.

Listencarefullyfortheshortwindsoundemanatingfromthecoolingfanwhentheunitis

switchedONagain.Ifthewindsoundisnotdetected,thefanmaybefaulty;donotusethe

powersupplyinthiscase,contactthecustomercaredepartmentortheagentfromthepointof

purchase.



OLP:OverLoadProtection
NormallytheoverloadprotectionissustainedbytheCCconstantcurrentmode.WhentheCC

modefailsandgoesundetected,seriousdamagetothetestpieceorloadmayoccur.TheOLPis

usedtominimizetheextentofdamagetotheloadsintheeventofpowersupplyfailure.

Switchoffthepowersupplyassoonasthiswarningisseen(asshownbelow).



Toresetthiswarning,switchofftheunitandremoveallloading.

Switchtheunitbackonagainanddoublecheckwithcaution.

Ifthisproblempersists,pleasecontactthecustomercaredepartmentorandconsultwiththe

agentatthepointofpurchase.


