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Introduction



ThankyouforselectingtheExtechInstrumentsModelFM200.TheFM200measures

FormaldehydeCH2O(HCHO)concentration,AirTemperature,andRelativeHumidity.Thealarm

featurealertstheuserwhentheFormaldehyde0.08ppmlimitisexceeded.

This device is shipped fully tested and calibrated and,with proper use,will provide years of

reliableservice.Pleasevisitourwebsite(www.extech.com)tocheckforthelatestversionofthis

UserGuide,ProductUpdates,





Features

 MeasuresFormaldehyde,Temperature,andRelativeHumidity

 Built‐infantoquicklyintakegasviapliabletube

 Pliabletubeavailableforrestrictingsamples

 Tripleline,largeLCDdisplay

 DisplayBacklightfunctionforworkingindimlylitareas

 Automatictemperaturecompensation

 Holdfunctionfreezescurrentreadings

 Storeandrecallmaximumandminimumreadings

 Self‐calibrationfeature

 Autopoweroffafter15minutesofinactivityconservesbatteryenergy

 HCHOhighalarmthresholdsettingwithaudiblebeeper

 Electrochemicalsensor,capableofmeasuringupto5ppmofHCHO

 Tripodmountonsensorandmeter
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MeterDescription

1. LCDDisplay

2. HOLD/ UpArrowButton

3. MODE/ LeftArrowButton

4. SETButton

5. ACadaptorjack

6. Tripodmount(detachableprobealsohasa

Tripodmount)

7. Probeconnection

8. (Power)Button

9.  MAX‐MIN/ Rightarrow

10. UNITButton

11. DownArrow/ BacklightButton

12. Inlet/Outletportsfortubing

13. DetachableProbe

14. ProbeLEDindicators







































Note:Batterycompartmentlocatedonbackofthemeter.Atripodmountingportisavailableon

thebackoftheexternalprobe.
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Operation

ExternalProbeandStatusLEDindicators

AttachtheExternalProbetotheconnectoratthetopofthemeter.Thestatusindicatorsonthe

Probewill flash redwhen theSamplingFan ison,solid redwhen theSamplingFan isoff,and

greenwhentheProbeisconnectedtothemeterandfunctioningnormally.Theusercanconnect

thesuppliedtubingtotheExternalProbe’s INLET/OUTLETports.ATripodMount is locatedon

thebackoftheExternalProbe(inadditiontotheoneatthebottomofthemeter).

Poweringonthemeter

Momentarilypressthe buttontopoweronthemeter.Alternatively,usetheAC/DCadaptorto

powerthemeter.Whenpoweredon,themeterLCDshows“0000”foraperiodoftime

(dependingontheperiodoftimethemeterhasbeeninactive).Themeterthencountsfrom

“9999”downto“0000”.


Oncethemeterreaches“0000”,theHCHOlevelwillbeshownalongwiththe

Temperature/Humidityreadings(TemperatureandRH%displaysalternateevery3seconds).


Note:Forshorttermmeasurements,batterypowercanbeused.Fordataloggingorlongterm

usage,usetheAC/DCadaptortoconservebatteryenergy.




AutoPowerOff&Disable

Themeterwillautomaticallyturnoffafter15minutesofinactivity.Todisabletheautopoweroff

function:withmeterOFF,pressandholdtheHOLDbuttonfirst,followedbythe button.The

LCDwillshow“n”,andwillthenreturntonormalmeasurementmode.

TurningtheSamplingFanON/OFF

PresstheSETbuttontotoggletheairsamplingfanONandOFF.WhenthefanisONitsmotion

willgenerateanaudiblesoundandavibration.

MAX‐MINMemory

MomentarypressesoftheMAX/MINbuttonstepthroughMaximumvalue,Minimumvalue,and

thenbacktothenormaloperatingmode.PressandholdtheHOLDbuttontoclearthemaximum

orminimummemoryvalues(dependingonwhichmodeisdisplaying)andthenreturntothe

normaloperatingmodeasjustdescribed.Themeterwillthenbeginrecordingnewmaximum

andminimumreadings.
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ChangingTemperatureUnitsoC/oF

MomentarilypresstheUNITbutton(whilethetemperatureisbeingdisplayed)toswitch

between°Cand°Funits.



















HighAlarmwithBeeper

Thealarmthresholdrangeis0.00to5.00ppm.Themeterdefaultstoa0.08ppmHCHOalarm

threshold.Toenterthealarmthresholdsettingmode,pressandholdtheSETbutton.Pressthe

HOLD/ buttontoincreasethevalueorpressthe / buttontodecreasethevalue.Press

theMODE/ buttontoselectthedigittotheleftandpressthe / buttontoselectthedigit

totheright.PressandholdtheSETbuttontosavethechanges.TheLCDdisplaywillshow

“SAVE”andreturntoitsnormalmodeofoperation.

 

 



Note:AbelliconisshownonthetopleftcorneroftheLCDdisplaywhenthealarmis

armed.MomentarilypressthePOWERbuttontoarmordisarmthealarm.
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HoldFunction

PresstheHOLDbuttontofreezethecurrentreadingsonthescreenduringnormalmeasurement

mode.TheHOLD iconwilldisplaywhenHOLD isactivated. IntheHOLDmode,some functions

aretemporarilydisabled(MAX/MINandunitsselection).PresstheHOLDbuttonagaintoreturn

tonormaloperation.

 

BacklightFunction

Pressthe / buttontoactivatethedisplaybacklighting.Poweroffthemetertodisablethe

backlightfunctionorpressthe / buttonagain.



Self‐Calibration(HCHO)

PowerthemeterandholdtheMODEbuttontoenterthecalibration

mode.“CAL”willbeginflashingontheLCDdisplay.Notethatthe

calibrationperiodisapproximately5minutes.  
IMPORTANT:PleaseperformtheCalibrationinanabsolutelycleanair

environmentwithnoHCHOpresent.

 

TemperatureandHumidityOffset

Whilethemeterisoff,pressandholdtheMODE+ + + buttonsallsimultaneouslyuntil

the LCD shows0.0°CandSET.Use theHOLD / button to increase thevalueand the / 

buttontodecreasethevalue.Toskipthetemperatureadjustment,momentarilypresstheSET

button.Follow the same steps for theRH%offset.Pressandhold theSETbutton to save the

adjustmentvalues.TheLCDwilldisplay“SAVE”.Tocompletetheoffset,resetthemeter(cycle

powerOFFthenON).

Note:Themaximumoffsetrangesare±9.9°C/Fand±9.9%RH.
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Maintenance


LowBattery

WhenthebatteryiconappearsontheLCD,thebatteriesmustbereplaced.

Inadownwardmotion,slidetherearbatterycompartmentcoveroffofthemeterhousing.

Removetheoldbatteriesandreplacewithnewbatteries(allofthesametype)observingcorrect

polarity.Thismeterusessix(6)1.5VAAAbatteries.



BatterySafetyReminders

o Pleasedisposeofbatteriesresponsibly;observelocal,state,andnationalregulations.

o Neverdisposeofbatteriesinafire;batteriesmayexplodeorleak.

o Nevermixbatterytypes;installnewbatteriesofthesametype.



ErrorDisplayCodes

ThefollowingerrorsmayappearontheFM200.

ERR‐1:Temperatureorhumiditysensorisdamagedorsensorcommunicationerror

ERR‐2:HCHO,Temperature,orhumidityreadingsareoutofrange



IfthesensorissubjectedtoahighconcentrationofHCHOorothersensitivechemicalslistedin

theSensorCrossSensitivitytable,itwillreadERR2.

Letthesensorrunforafewhoursincleanairandthemeterwillreadnormalagain.



HCHOLevelGuidelines(forgeneralreferenceonly)

0.03ppm Averageoutdoorlevel

0.10ppm RecommendupperlimitforresidencesbyASHRAE,ANSI,EPA,NIOSHforSTEL

0.40ppm Recommendedupperlimitforresidentialhomes

0.50ppm OSHAworkplacelimit

0.75ppm OSHATWAlimit

0.80ppm Levelatwhichmostpeoplefirstdetectodor

2.00ppm OSHASTELlimit
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Specifications

HCHOMeasurementRange 0.00to5.00ppm

HCHOAccuracy  ±5%ofreading±0.03ppm(baselinedrift)

AccuracyNote:AccuracymeetsNIOSHacceptancecriterionwithin

±25%ofthetruevalueat95%confidencelevel

HCHOResolution  0.01ppm

Temp.Measurementrange 0°Cto50°C(32°Fto122°F)

TemperatureResolution 0.1°C(0.1°F)

RelativeHumidityRange 10to90%RH

RHResolution  0.1%RH

TemperatureAccuracy ±1.0°C(2.0°F)

RelativeHumidityAccuracy: ±5%(20to80%RH)otherwisetheaccuracyis±7%

Power   AAAbatteriesx6pcsorAC/DCadaptor(supplied)

MeterDimensions  160x60x40mm(6.3x2.4x1.6in.)

LCDDimensions  42x33.5mm(1.65x1.32in.)

Weight   181.4g(6.4oz.)

SensorCrossSensitivitytable
 

Substance CrossSensitivity(%)

CO 1

H2S NoData

H2 0.1

SO2 12

NO2 NoData

NO NoData

CL2 ‐3

C2H4 NoData

NH3 0.0

CO2 0.0

Ethanol,methanol 50

Phenol 7

WaterVapor 0.0*

*NB:Withinspecifiedrange.Stepchangesin%RHproduceshortterm

transientresponse
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